TREE PERMIT — TREE PROTECTION STANDARDS

". . . Serving Our City With Pride”

TREE PROTECTION STANDARDS - CONSTRUCTION MANAGEMENT

Construction damage associated with new development taking place around existing trees can be detrimental
to those trees in a number of ways. The following policy shall establish construction specifications to preserve
and protect existing or native trees located on a site that is planned for development.

General Site Evaluation. As part of the environmental review for a location planned for development, the
Planning Division will consult the Urban Forester on the appropriate measures to take regarding trees existing
on the project site. The Urban Forester will work with the Planning Division to identify which trees will need to
be removed and how those removals will be mitigated, and which trees shall need to be preserved and how
those trees will be protected. The Urban Forester shall also examine site access and traffic route
considerations, excavation limitations, appropriate locations for the piling of soil and debris, and the storage of
equipment and vehicles as each of these activities pertain to trees on the project site.

Protective Fencing. Temporary, protective fencing shall be installed around any existing tree that is to be
preserved on a project site. This fencing must be made of a material that has high visibility, such as
fluorescent-colored, and must be posted at regular intervals around the tree. This fencing shall be placed at a
minimum distance of fifteen (15) feet from the trunk of the tree or five (5) feet outside the dripline of the tree
whichever distance is greater. No activity shall take place within this fenced in area.

Irrigation.

Providing supplemental irrigation for trees under water stress may be the single most important treatment.
Irrigation should be designed to wet the soil within the dripline to the depth of the root zone and to replace
that water once it is depleted. Light, frequent irrigation should be avoided. Create a six-inch berm around
trees at the edge of the dripline and fill with no more than six inches of mulch. Fill the basin with water.
Irrigation should wet the top two to three feet of soil to replicate similar volumes and normal seasonal
distribution.

Construction Mulching. If the Urban Forester determines that traffic encroachment within the dripline of a
preserved tree is unavoidable, than a six (6) to twelve (12) inch layer of temporary mulch shall be placed over
the affected area to disperse the weight of traffic and equipment. Additional weight dispersal and mobility may
require the placement of large plywood sheets over the mulched area. Construction mulching and plywood
must be removed carefully using hand tools, so as not to damage the tree, as soon as the required activity
within the dripline of the tree has been completed.

Excavation Requirements. Whenever possible, services such as water lines and utilities shall be routed
around the dripline of trees that are being preserved on a site. If the Urban Forester determines that
excavation within the dripline of a preserved tree is unavoidable, than every effort shall be made to tunnel
under or through the tree’s root system with a minimal amount of pruning, rather than to trench across the
tree’s roots.

All root pruning shall be in accordance with the Maintenance Guidelines established for such activity in this
management plan.

Grade Changes. A change of grade around a tree, even well outside of a tree’s root zone, can have serious
impact on the tree due to reduced aeration or poor drainage.

The Urban Forester shall recommend that development specifications include requirements for mitigating such
impacts to trees that are to be preserved on a project site based upon the type of grade changes that are to be
implemented, tree species, drainage patterns, soil conditions and future irrigation and maintenance plans.
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The Urban Forester shall employ the following mitigation measures whenever feasible:

Raised Grades. If a grade around an existing tree is to be raised with a backfill less than six (6) inches in
depth, than the Urban Forester should consider vertical mulching as a mitigation measure. If a grade around
an existing tree is to be raised more than six (6) inches, than the Urban Forester should consider specifying the
construction of a tree well as a mitigation measure.

Lowered Grades. If a grade around an existing tree is to be lowered along the side of its root zone, than the
Urban Forester should consider specifying the construction of a terraced dry wall as a mitigation measure. If a
grade around an existing tree is to be lowered along all sides of its root zone, than the Urban Forester should
consider specifying the construction of a tree island as a mitigation measure.

Diagrams and specifications for each of these mitigation measures are included in the Appendix of this
management plan.

| have read and understand the aforementioned tree pruning guidelines, and agree to perform all
work identified in the attached Permit consistent with these standards:

Date Permittee 1
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