























































































































































































































































































































































































































































































































































































































	FY2026 Sewer Lining Project and On-Call Sewer and Storm Drain Lining Services
	01A SPEC#3976-Title
	02A SPEC#3976-TOC
	03A SPEC#3976-PD
	04A SPEC#3976-NIB
	05A SPEC#3976-IB
	1. The Bid protest is in writing;
	2. A protest based upon alleged defects or improprieties in the Contract Documents is filed with the City prior to the Bid Deadline;
	3. All other protests are filed and received by the City no more than five (5) calendar days following the Notice of Intent to Award the Contract; and
	4. The written Bid protest sets forth, in detail, all grounds for the Bid protest, including without limitation: all facts, supporting documentation, legal authorities, and argument in support of the grounds for the Bid protest.  All factual contentions must be supported by competent, admissible, and credible evidence.

	06A SPEC#3976-BF TITLE
	BIDDING FORMS

	06B SPEC#3976-BF
	07A SPEC#3976-SFOC TITLE
	STANDARD FORM
	OF CONTRACT

	07B SPEC#3976-SFOC
	07C SPEC#3976-SFOC EXBTS
	B. Continuation Coverage.  For insurance coverages that are required to remain in force after the Final Payment, and if reasonably available, Contractor shall submit to City, with the final Application for Payment, all certificates and additional insured endorsements evidencing the continuation of such coverage.
	L. Contractor shall maintain the insurance policy without interruption, from the Project’s commencement date to the Final Payment date, or until a date that City specifies for any coverage that Contractor must maintain after the Final Payment.
	N. At any time, upon City’s request, Contractor shall furnish satisfactory proof of each type of insurance coverage required— including a certified copy of the insurance policy or policies; certificates, endorsements, renewals, or replacements; and documents comprising Contractor’s self-insurance program— all in a form and content acceptable to the City Attorney or City’s Risk Manager.
	Q. Contractor’s failure to comply with an insurance provision constitutes a material breach upon which City may immediately terminate or suspend Contractor’s performance of the Contract, or invoke another remedy that the Contract or the law allows.  At its discretion and without waiving any other rights it may have pursuant to law, City has the right but not a duty to obtain or renew the insurance and pay all or part of the premiums.  Upon demand, Contractor shall repay City for all sums or monies that City paid to obtain, renew, or reinstate the insurance, or City may offset the cost of the premium against any sums or monies that City may owe Contractor.
	SAMPLE INSURANCE CERTIFICATE

	08A SPEC#3976-GC TITLE
	GENERAL CONDITIONS

	08B SPEC#3976-GC
	A. Daily Construction Reports:  The Contractor shall prepare a daily construction report recording the following information concerning events at Project site:
	Immediately upon discovery of a difference between field conditions and the Contract Documents, the Contractor shall prepare and submit a detailed report through a Request for Information (RFI).  Include a detailed description of the differing conditions, together with recommendations for a remedy.
	CONTRACT PAYMENTS AND CLAIMS
	MATERIALS AND EQUIPMENT
	ARTICLE 11
	INDEMNITY
	INSURANCE
	LABOR PROVISIONS

	08C SPEC#3976-GC APDX TITLE
	GENERAL CONDITIONS
	APPENDIX
	This page intentionally left blank

	08D SPEC#3976-GC APDX
	GENERAL CONDITION APPENDICES
	CONSTRUCTION CONTRACT CHANGE ORDER
	Approved Contract Amount   $
	Approved Contingency Amount  $
	Approved Contingency Percentage
	Additional Contract Amount (Represents additional funds added to contract after initial award, if any)   $
	Net Change by Previously Authorized Change Orders   $       (……%)
	This Change Order (Increase)  $       (……%)
	Total Change Orders including this Change Order  $       (……%)
	Contract Price after Change Order  $
	Account/Program Numbers  $
	Contract Time prior to Change Order……………………………………………………………………             Working Days
	Net Increase in Days Authorized by this Change Order………………………………………………             Working Days
	Current Contract Time including this Change Order……………………………………………………           Working Days
	This Change Order No. __ to Specification No. ____ constitutes full and complete compensation for all costs associated with the above changes inclusive of insurance, contractors profit, direct and indirect overhead, extended office overhead, bonds, supervision, labor, materials and equipment.  All other costs are non-compensable.
	All other provisions, requirements, terms and conditions contained in the above referenced Agreement remain in full force and effect.  This Change Order is not valid until signed by both City and Contractor. A signed copy of this Change Order bearing a digital signature shall be deemed to have the same legal effect as delivery of an original executed copy of this Change Order for all purposes, and each digital signature should be given the same legal force and effect as a handwritten signature.
	A. DATE: _________________
	1. Sent by:           __________________________________



	09A SPEC#3976-SC TITLE
	SPECIAL CONDITIONS
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	09B SPEC#3976-SC
	SECTION 1 - TERMS, DEFINITIONS, ABBREVIATIONS AND SYMBOLS
	SECTION 2 - SCOPE AND CONTROL OF WORK
	A. The Requirement
	i. The CONTRACTOR shall provide High Strength Vitrified Clay Pipe sewers as specified and shown, complete, in accordance with the Contract Documents.
	ii. Reference Specifications, Codes, And Standards
	iii. Commercial Standards:
	ASTM C 12 Practice for Installing Vitrified Clay Pipe Lines
	ASTM C 301 Method of Testing Vitrified Clay Pipe
	ASTM C 425 Specification for Compression Joints for Vitrified Clay Pipe and Fittings
	ASTM C 700 Specification for Vitrified Clay Pipe, Extra Strength, Standard Strength, and Perforated
	ASTM C 828 Practice for Low-Pressure Air Test of Vitrified Clay Pipe Lines
	B. CONTRACTOR Submittals
	i. Shop Drawings:  The CONTRACTOR shall submit shop drawings of pipe and fittings in accordance with the requirements-CONTRACTOR Submittals, and the requirements of the referenced standards.
	ii. Certifications:  The CONTRACTOR shall furnish a certified affidavit of compliance for all pipe and other products or materials furnished under this Section, as specified in the referenced standards and the following supplemental requirements:
	a. Hydrostatic test reports.
	b. Three-edge bearing strength test reports.
	C. Joints
	Except where open joints are shown, joints in vitrified clay pipe shall be made up using a factory-made bell and spigot compression joint for all pipe diameters, or a synthetic rubber collar with stainless steel or plastic shear ring and stainless steel take-up clamps, bolts, and nuts, for plain-end pipe up to 12-inch size, meeting the requirements of ASTM C 425.
	D. Execution
	1. General
	The sewer shall be constructed to the alignment and grade shown.  The grade line shown on the profile is the invert or interior bottom of the pipe.  The excavation shall be made a sufficient distance below the grade line to allow for the placing of the sewer invert and the supporting foundation if such foundation is shown.  Should the trench be excavated to a depth greater than required, the CONTRACTOR shall refill such excess excavation according to the requirements of Section 306 – Underground Conduit Construction of the SSPWC.
	2. Installation of VCP
	Installation of pipe shall be in accordance with ASTM C 12. Pipe laying shall proceed upgrade with spigot ends pointing in direction of flow.  After a section of pipe has been lowered into the prepared trench and immediately before joining the pipe, the ends of the pipe to be joined shall be cleaned, and the rubber gasket lubricated, all in accordance with the pipe manufacturer's written instructions.  Assembly of the pipe length shall be in accordance with the recommendations of the manufacturer of the type of joint used.  All special tools and appliances required for joining the pipe shall be provided by the CONTRACTOR.  When cutting or machining of the pipe is necessary, only tools and methods recommended in writing by the pipe manufacturer and approved by the ENGINEER shall be employed.
	The CONTRACTOR shall take all necessary precautions to prevent excavated or other foreign material from getting into the pipe during the laying operations.  At all times, when laying operations are not in progress and at the close of the day's work, the ends of the pipe in the trench shall be closed to prevent entry to animals and foreign materials.
	All necessary precautions shall be taken to prevent uplift or floating of the pipe prior to the completion of the backfilling operation.  The CONTRACTOR shall assume full responsibility for any damage due to this cause and shall, at its own expense, restore and replace the pipe to its specified condition and grade if it is displaced due to floating.
	E. Sewer Pipe Joints and Connection – Point Repair
	F. Main Line Pipe with House Connections
	G. Existing Sanitary Sewers
	1. Sewer Bypass
	2. Communication and Sewage Spill Prevention and Response Plan

	SECTION 3 - CHANGES IN WORK
	SECTION 4 - CONTROL OF MATERIALS
	SECTION 5 - UTILITIES
	SECTION 6 - PROSECUTION, PROGRESS, AND ACCEPTANCE OF WORK
	SECTION 7 - RESPONSIBILITIES OF THE CONTRACTOR
	SECTION 8 - FACILITIES FOR AGENCY PERSONNEL
	SECTION 9 - MEASUREMENT AND PAYMENT

	10A SPEC#3976-PI TITLE
	PAYMENT ITEMS

	10B SPEC#3976-PI
	10C SPEC#3976-PI-EX1
	11A SPEC#3976-APDX A TITLE
	APPENDIX A – PUBLIC NOTIFICATION

	11B SPEC#3976-APDX A NOTICE SEWER-WATER WORK
	11D SPEC#3976-APDX A BUSINESS OPEN SIGN 24x36
	Layout1

	11E SPEC#3976-APDX A NO PARKING
	Temporary No Parking Guidelines Revised
	No Parking Sign guidelines

	13A SPEC#3976-APDX B CONST PLANS TITLE
	APPENDIX B
	CONSTRUCTION PLANS
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	Date 3: FRI 2/9/18
	Time 3: 
	LOCATION: 600 Blk. W. GARFIELD AVE.
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